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A.P. 12, LOT 181

N/F WATERMAN HOLDING LLC

7,407 SF (0.170 ACRES)

3-STORY MULTI-UNIT MIXED USE

W/F BUILDING

 112 WATERMAN STREET

"SUBWAY"RESTAURANT

1-STORY MASONRY BUILDING

 114 WATERMAN STREET

EXISTING SEWER SERVICE TO BE REUSED FOR

PROPOSED DEVELOPMENT (SEE SHT. 4 FOR DETAILS)
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PROPOSED 4" CORPORATION

STOP (BY PWSB)

PROPOSED 6"x6" TAPPING SLEEVE, 6"

VALVE AND THRUST BLOCK (BY PWSB)

22 LF - 6" DI DRAIN PIPE

S = 0.01 FT/FT (MIN.)

CONTRACTOR TO TIE PROPOSED 6" DI DRAINAGE PIPE

INTO EXISTING DRAINAGE PIPE USING A FERNCO

FLEXIBLE SADDLE CONNECTION (OR APPROVED EQUAL)

CONC. WALK

A.P. 12, LOT 179

N/F COLLEGE VIEW LLC

A.P. 13, LOT 52

N/F 217 ANGELL

INVESTMENTS LLC

A.P. 13, LOT 75
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JOHN C. CARTER & COMPANY, INC.
LANDSCAPE ARCHITECTURE

960 Boston Neck Road

Narragansett, RI 02882

Tel: (401)783-3500

WATERMAN STREET REDEVELOPMENT

Walter Bronhard Realty & Brook Holding LLC.
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TREE PLANTING NOTES: 1.	EXCAVATE HOLE TO A WIDTH AT LEAST 2.5 TIMES THE DIAMETER & A DEPTH EQUAL TO EXCAVATE HOLE TO A WIDTH AT LEAST 2.5 TIMES THE DIAMETER & A DEPTH EQUAL TO THE ROOT BALL. WHEN TREE IS PLANTED, THE TRUNK FLARE SHOULD BE EXPOSED AND NOT COVERED WITH SOIL 2.	SCARIFY THE BOTTOM OF THE HOLE. SCARIFY THE BOTTOM OF THE HOLE. 3.	INSTALL A ROOT BARRIER WHERE THE TREE WELL ABUTS THE BACK OF THE CURB. INSTALL A ROOT BARRIER WHERE THE TREE WELL ABUTS THE BACK OF THE CURB. 4.	PLACE ROOTBALL IN THE HOLE AND REMOVE THE ROOTBALL WRAPPING, INCLUDING THE PLACE ROOTBALL IN THE HOLE AND REMOVE THE ROOTBALL WRAPPING, INCLUDING THE WIRE BASKET FROM THE TOP HALF OF THE ROOTBALL. IF WRAPPING IS PLASTIC, REMOVE COMPLETELY. 5.	BACKFILL THE REMAINDER OF THE HOLE WITH A PLANTABLE SOIL MIX CONSISTING OF BACKFILL THE REMAINDER OF THE HOLE WITH A PLANTABLE SOIL MIX CONSISTING OF LOAM, ORGANIC MATTER AND LOOSE FRIABLE TOPSOIL, FREE OF REFUSE AND OTHER MATERIALS WHICH ARE LARGER THAN 1" IN SIZE. ORGANIC MATTER SHALL CONSTITUTE NOT LESS THAN 4% OR NO MORE THAN 20% OF THE SOIL MIXTURE. THE PH RANGE SHALL BE 5.5-7.5.  6.	ADD SOIL MIX IN LAYERS AND SATURATE THE SOIL TO PREVENT THE FORMATION OF AIR ADD SOIL MIX IN LAYERS AND SATURATE THE SOIL TO PREVENT THE FORMATION OF AIR POCKETS. 7.	MOUND SOIL TO FORM A 4" HIGH SAUCER AROUND THE OUTSIDE OF THE ROOTBALL. MOUND SOIL TO FORM A 4" HIGH SAUCER AROUND THE OUTSIDE OF THE ROOTBALL. 8.	SPREAD A 2" LAYER OF SHREDDED PINE BARK MULCH OVER THE SURFACE OF THE TREE SPREAD A 2" LAYER OF SHREDDED PINE BARK MULCH OVER THE SURFACE OF THE TREE PIT, BUT DO NOT PLACE MULCH IN CONTACT WITH THE TREE TRUNK OR TRUNK FLARE. 9.	ALL TREES ARE TO BE STAKED PLUMB PER THE TREE DETAIL.ALL TREES ARE TO BE STAKED PLUMB PER THE TREE DETAIL.
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CUT & REMOVE DEAD, BROKEN AND DISEASED VEGETATION.
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EXCAVATE THE HOLE TO A WIDTH OF AT LEAST 2 TIMES THE DIAMETER OF AND A DEPTH EQUAL TO THE CONTAINER HEIGHT. PLACE ROOTBALL ON UNEXCAVATED OR TAMPED SOIL.
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MOUND SOIL TO FORM 2" HIGH  SAUCER AROUND THE OUTSIDE  OF THE ROOTBALL.
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REMOVE THE PLANT FROM THE CONTAINER.  IF IT IS ROOTBOUND, LIGHTLY LOOSEN THE ROOTS BY HAND BEFORE PLACING THE PLANT INTO THE HOLE.
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2" SHREDDED PINE BARK MULCH DO NOT PLACE MULCH IN CONTACT WITH THE PLANT
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BACKFILL THE REMAINDER OF THE HOLE WITH PLANTABLE SOIL CONSISTING OF LOAM, ORGANIC MATTER AND LOOSE FRIABLE TOPSOIL, FREE OF REFUSE AND OTHER MATERIALS WHICH ARE LARGER THAN 1" IN SIZE.  ORGANIC MATTER SHALL CONSTITUTE NOT LESS THAN 4% OR NO MORE THAN 20% OF THE SOIL MIXTURE.  THE PH RANGE SHALL BE 5.5-7.5.  SATURATE THE SOIL TO PREVENT THE FORMATION OF AIR POCKETS.
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AT THE DISCRETION OF THE OWNER, ANNUALS ARE TO BE PLANTED FOR SEASONAL COLOR. 
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